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Axygen® pipet tips are designed to fit a wide variety of single and multi-channel pipettors. Flexible walls and a series of internal 
sealing rings ensure a secure fit with less force required to load and eject. Extended length and wide bore styles are also 
available. 

Features
w  Universal Fit Tips - compatible with most research grade pipettors
w  Aerosol Barrier Tips - prevent aerosol and liquid contamination
w  Multiple packaging formats - universal fit and aerosol barrier tips are available in bulk, racked and reloading formats
w  Bevel delivery orifice - reduces sample hang-up and improves pipetting accuracy
w  Graduation Marks - allow a visual confirmation of the pipettor aspiration volume
w  ‘Clean-room’ Manufacturing Environment - products are certified DNase-/RNase-free and nonpyrogenic
w  Consistent Product Quality - every manufacturing lot undergoes rigorous testing
w  Sterile Products - Universal fit and aerosol barrier tips are available in standard as well as sterile packaging
w  Maxymum Recovery® - allows maximum retrieval of precious samples
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Axygen Beveled Pipet Tips
The angle on Axygen beveled tips reduces the surface area 
of the tip with the receiving vessel. This angle combined 
with an ultra-thin orifice reduces the effect of liquid samples 
creeping up the side of the tip (capillary effect). By reducing 
this capillary effect, Axygen beveled tips dispense samples 
more accurately.

Standard bevel tip has larger contact 
area for reduced pipettor control.

Axygen bevel tip has a smaller 
contact area for more accurate 
dispensing.
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Aerosol barrier tips offer the ultimate in protection against contamination.  Their 
use is particularly appropriate in mission critical applications such as PCR, DNA 
sequencing and other techniques involving the use of vaporous, radioactive, 
biohazardous or corrosive materials. 
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Bulk Packaging
Pipet tips are available in bulk-packaged,  
resealable plastic bags - keeping them safe 
from contamination.

Hinged Racks

Axygen tip racks in durable polypropylene 
provide excellent stability on the lab 
bench.  They feature a hinged lid with a 
snap fastener.

Stack Racks Axygen inter-locking stack racks offer tip 
stability while saving valuable bench space.

Tip Packaging Options

Barrier Pipet Tips
Axygen® aerosol barrier tips are ideal for molecular 
and microbiology applications in which carryover 
contamination can invalidate results and waste time 
and resources. The filter placement allows plenty of 
space between the sample and filter, at the maximum 
rated volume. In case of overpipetting, the sample can 
be easily recovered by dispensing. 

Axygen filters are made of ultra high molecular weight 
polyethylene (UHMW) and contain no PCR inhibi-
tors. All Axygen filter tips are metal-free and certified 
to be DNase-/RNase-free and nonpyrogenic. They 
are packaged in sealed-bottom racks with lids and are 
available in sterile packaging.

PIPET TIPS

Axygen products are manufactured in 
a clean, controlled "state of the art" 
facility and certified DNase-/RNase-
free and nonpyrogenic



Tip Refill System Volume Tip Rack Packaging
Standard
Cat. No.

P2/P10 Gilson-style 10 µL Tip Refill System RFL-300-C

Quantity: 2 stacks of 5x 96 tips/pack, 5 packs/case

Universal Tip, Graduated 200 µL Tip Refill System RFL-222-C

Quantity: 2 stacks of 5x 96 tips/pack, 5 packs/case

Empty Racks/Lids RFL-R*

Quantity: 10 racks/pack, 5 packs/case

Universal Tip, Graduated 1200 µL Tip Refill System RFL-1200-C

Quantity: 96 tips/rack, 8 racks/pack, 6 packs/case

Empty Racks/Lids RFL-R-1200*

Quantity: 10 racks/pack, 3 packs/case

* RFL-R is suitable for both the 10 µL and 200 µL refill inserts.  RFL-R-1200 is suitable for 1200 µL refill inserts.

PIPET TIPS

Tip Refill System
The Axygen® tip refill system contains a durable refill rack that can be easily refilled by hand and is autoclavable.  These 
translucent racks include a color-coded insert for easy tip identification.

w  Graduated 200 µL tip, offers visual volume check
w  Translucent rack offers tip visibility
w  Tip insert ‘clicks’ into rack for added product security
w  Color coded insert allows for easy tip identification
w  Certified DNase-/RNase-free and nonpyrogenic
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Microvolume Tips
Microvolume tips are available with Axygen® Maxymum Recovery® technology. Maxymum Recovery improves recovery of 
costly samples and offers greater precision and accuracy.

w  See tip compatibility tables, pages 89-94

Microvolume Tips Volume Tip Rack Packaging
Standard
Cat. No. Cat. No.

10 µL, Microvolume 0.5 - 10 µL Bulk
Racked
Racked, Sterile
Stack Rack

T-300
T-300-R
T-300-R-S
T-300-STK

T-300-L
T-300-L-R
T-300-L-R-S
T-300-L-STK

Quantity: Bulk = 1000 tips/pack, 20 packs/case; Racked = 96 tips/rack, 10 racks/pack, 5 
packs/case; Stack Racks = 96 tips/rack, 5 racks/stack, 10 stacks/case

10 µL, Microvolume 0.5 - 20 µL Bulk
Racked
Racked, Sterile

TXL-10
TXL-10-R
TXL-10-R-S

TXL-10-L
TXL-10-L-R
TXL-10-L-R-S

Quantity: Bulk = 1000 tips/pack, 20 packs/case; Racked = 96 tips/rack, 10 racks/pack, 5 
packs/case

20 µL, Ultra Micro 0.5 - 20 µL Bulk
Racked
Racked, Sterile

T-400
T-400-R
T-400-R-S

T-400-L
T-400-L-R
T-400-L-R-S

Quantity: Bulk = 1000 tips/pack, 20 packs/case; Racked = 96 tips/rack, 10 racks/pack, 5 
packs/case

® 

Length 1.8” (4.5 cm)

Extended tip length allows easy access 
to narrow, deep wells

Close up of tip end

PIPET TIPS



Universal Fit Tips Volume Tip Rack Packaging
Standard
Cat. No. Cat. No.

200 µL, Beveled 1 - 200 µL Bulk
Racked
Racked, Sterile
Stack Rack

T-200-C
T-200-C-R
T-200-C-R-S
T-200-C-STK

T-200-C-L
T-200-C-L-R
T-200-C-L-R-S
T-200-C-L-STK

Bulk
Racked
Racked, Sterile
Stack Rack

T-200-Y
T-200-Y-R
T-200-Y-R-S
T-200-Y-STK

Quantity: Bulk = 1000 tips/pack, 20 packs/case; Racked = 96 tips/rack, 10 racks/pack, 5 
packs/case; Stack Racks = 96 tips/rack, 5 racks/stack, 10 stacks/case

200 µL, Non-Beveled, Fine Point 1 - 200 µL Bulk
Racked
Racked, Sterile

T-210-C
T-210-C-R
T-210-C-R-S

Quantity: Bulk = 1000 tips/pack, 20 packs/case; Racked = 96 tips/rack, 10 racks/pack, 5 
packs/case

100 µL, Eppendorf-compatible 1 - 200 µL Bulk
Racked
Racked, Sterile

TE-204-Y
TE-204-Y-R
TE-204-Y-R-S

TE-204-Y-L
TE-204-Y-L-R
TE-204-Y-L-R-S

Quantity: Bulk = 1000 tips/pack, 10 packs/case; Racked = 96 tips/rack, 10 racks/pack, 5 
packs/case

200 µL, Beveled, Reference-compatible 1 - 200 µL Bulk
Racked
Racked, Sterile
Stack Rack

TR-222-C
TR-222-C-R
TR-222-C-R-S 
TR-222-C-STK

TR-222-C-L
TR-222-C-L-R
TR-222-C-L-R-S
TR-222-C-L-STK

Bulk
Racked
Racked, Sterile
Stack Rack

TR-222-Y
TR-222-Y-R
TR-222-Y-R-S 
TR-222-Y-STK

Quantity: Bulk = 1000 tips/pack, 20 packs/case; Racked = 96 tips/rack, 10 racks/pack, 5 
packs/case; Stack Racks = 96 tips/rack, 5 racks/stack, 10 stacks/case

200 µL, Wide Bore 1 - 200 µL Bulk
Racked
Racked, Sterile

T-205-WB-C 
T-205-WB-C-R 
T-205-WB-C-R-S

T-205-WB-C-L 
T-205-WB-C-L-R 
T-205-WB-C-L-R-S

Quantity: Bulk = 1000 tips/pack, 20 packs/case; Racked = 96 tips/rack, 10 racks/pack, 5 
packs/case

250 µL, Beveled, Reference-compatible 1 - 250 µL Bulk
Racked
Racked, Sterile

TR-333-C 
TR-333-C-R 
TR-333-C-R-S

TR-333-C-L
TR-333-C-L-R
TR-333-C-L-R-S

Quantity: Bulk = 1000 tips/pack, 20 packs/case; Racked = 96 tips/rack, 10 racks/pack, 5 
packs/case

PIPET TIPS
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Universal Fit Tips
Axygen® Universal fit tips are designed to fit a wide variety of single and multi-channel pipettors. They are compatible with 
most research grade pipettors.  These polypropylene tips are certified to be DNase-/RNase-free and nonpyrogenic.

  Available in Maxymum Recovery®

  See tip compatibility tables, pages 89-94

Graduation marks at 10, 50, and 100 µL

Graduation marks at 10, 50, and 100 µL

Orifice Size: 0.062” (1.52 mm)

Wide bore tips are ideal for 
pipetting viscous materials, 
genomic DNA or delicate cell 
cultures.

Graduation marks at 10, 50, and 100 µL
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Universal Fit Tips Volume Tip Rack Packaging
Standard
Cat. No. Cat. No.

300 µL, Fine point 1 - 300 µL Bulk
Racked
Racked, Sterile

T-350-C
T-350-C-R 
T-350-C-R-S

T-350-C-L
T-350-C-L-R
T-350-C-L-R-S

Quantity: Bulk = 1000 tips/pack, 10 packs/case; Racked = 96 tips/rack, 10 racks/pack, 5 
packs/case

1000 µL, Beveled 100 - 1000 µL Bulk
Racked
Racked, Sterile

T-1000-C
T-1000-C-R
T-1000-C-R-S

T-1000-C-L
T-1000-C-L-R
T-1000-C-L-R-S

Quantity: Bulk = 1000 tips/pack, 5 packs/case; Racked = 100 tips/rack, 10 racks/pack, 5 
packs/case

1000 µL, Beveled 100 - 1000 µL Bulk
Racked
Racked, Sterile

T-1000-B 
T-1000-B-R 
T-1000-B-R-S

Quantity: Bulk = 1000 tips/pack, 5 packs/case; Racked = 100 tips/rack, 10 racks/pack, 5 
packs/case

1000 µL, Wide Bore 100 - 1000 µL Bulk
Racked
Racked, Sterile

T-1005-WB-C
T-1005-WB-C-R
T-1005-WB-C-R-S

T-1005-WB-C-L
T-1005-WB-C-L-R
T-1005-WB-C-L-R-S

Quantity: Bulk = 1000 tips/pack, 5 packs/case; Racked = 100 tips/rack, 10 racks/pack, 5 
packs/case

1200 µL, Beveled 100 - 1200 µL Bulk
Racked
Racked, Sterile

T-1200-C
T-1200-C-R
T-1200-C-R-S

Quantity: Bulk = 1000 tips/pack, 5 packs/case; Racked = 96 tips/rack, 12 racks/pack, 3 
packs/case

1000 µL, Eppendorf®-compatible 100 - 1000 µL Bulk
Racked
Racked, Sterile

TE-1004-B
TE-1004-B-R
TE-1004-B-R-S

TE-1004-B-L
TE-1004-B-L-R
TE-1004-B-L-R-S

Quantity: Bulk = 500 tips/pack, 10 packs/case; Racked = 96 tips/rack, 12 racks/pack, 3 
packs/case

1250 µL, Beveled, Matrix-style 15 - 1250 µL Bulk
Racked
Racked, Sterile

MTX-1250-C
MTX-1250-C-R
MTX-1250-C-R-S

Quantity: Bulk = 500 tips/pack, 10 packs/case; Racked = 96 tips/rack, 12 racks/pack, 3 
packs/case

® 

Graduation marks at 110 µL and 500 µL

121ºC

15 minutes

15 psi

Autoclaving Guidelines
To ensure successful 
steam sterilization of your 
plastic labware, please 
adhere to the following 
guidelines:

Autoclave all plastic 
consumables at 121ºC for 
15 minutes, 15 psi/1 atm.

Do not use a dry 
cycle as this may 
cause deformation or 
weakening of the plastic.

Allow temperature 
within the autoclave to 
return to at least 80ºC 
before removing the 
product.

Autoclaving Protocol
Autoclave at 121°C (250°F) at 15 psi (1 atm.) for 15 minutes. Do not use a 
drying cycle. Remove from autoclaving once the temperature has reached at 
least 80°C.

Autoclaving Caution
Excessive exposure to autoclaving heat may cause warping or decreased 
structural integrity. Do not exceed autoclaving recommendations.

NOT ALL PRODUCTS ARE AUTOCLAVABLE.

Orifice Size = 0.065" (1.6 mm)

PIPET TIPS



Aerosol Barrier Tips
  Technologically advanced filter material allows free passage of air while blocking aerosol contamination
  Filter membrane contains no leachable additives

w  Maxymum Recovery® improves accuracy and ensures maximum sample recovery

Aerosol Barrier Tips Volume Tip Rack Packaging
Standard
Cat. No. Cat. No.

10 µL, Microvolume 0.5 - 10 µL Bulk
Racked, Sterile

TF-300
TF-300-R-S TF-300-L-R-S

Quantity: Bulk = 1000 tips/pack, 10 packs/case; Racked = 96 tips/rack, 10 racks/pack, 5 
packs/case

10 µL, Microvolume, Extended 0.5 - 10 µL Bulk
Racked, Sterile

TXLF-10
TXLF-10-R-S TXLF-10-L-R-S

Quantity: Bulk = 1000 tips/pack, 10 packs/case; Racked = 96 tips/rack, 10 racks/pack, 5 
packs/case

10 µL, Ultra Micro 0.5 - 10 µL Bulk
Racked, Sterile

TF-400
TF-400-R-S TF-400-L-R-S

Quantity: Bulk = 1000 tips/pack, 10 packs/case; Racked = 96 tips/rack, 10 racks/pack, 5 
packs/case

20 µL, Ultra Micro 0.5 - 20 µL Racked, Sterile TF-420-R-S TF-420-L-R-S

Quantity: Racked = 96 tips/rack, 10 racks/pack, 5 packs/case

20 µL, Universal 0.5 - 20 µL Bulk
Racked, Sterile

TF-20
TF-20-R-S TF-20-L-R-S

Quantity: Bulk = 1000 tips/pack, 10 packs/case; Racked = 96 tips/rack, 10 racks/pack, 5 
packs/case

50 µL, Universal 0.5 - 50 µL Bulk
Racked, Sterile

TF-50
TF-50-R-S TF-50-L-R-S

Quantity: Bulk = 1000 tips/pack, 10 packs/case; Racked = 96 tips/rack, 10 racks/pack, 5 
packs/case

100 µL, Universal 1 - 100 µL Bulk
Racked, Sterile

TF-100
TF-100-R-S TF-100-L-R-S

Quantity: Bulk = 1000 tips/pack, 10 packs/case; Racked = 96 tips/rack, 10 racks/pack, 5 
packs/case

150 µL, Universal 1 - 150 µL Bulk
Racked, Sterile

TF-150
TF-150-R-S TF-150-L-R-S

Quantity: Bulk = 1000 tips/pack, 10 packs/case; Racked = 96 tips/rack, 10 racks/pack, 5 
packs/case

200 µL, Universal 1 - 200 µL Bulk
Racked, Sterile

TF-200
TF-200-R-S TF-200-L-R-S

Quantity: Bulk = 1000 tips/pack, 10 packs/case; Racked = 96 tips/rack, 10 racks/pack, 5 
packs/case

200 µL, Wide bore 1 - 200 µL Racked, Sterile TF-205-WB-R-S TF-205-WB-L-R-S

Quantity: Racked = 96 tips/rack, 10 racks/pack, 5 packs/case

® 

Wide bore tips are ideal for 
pipetting viscous materials, 
genomic DNA or delicate cell 
cultures.
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Aerosol Barrier Tips Volume Tip Rack Packaging
Standard
Cat. No. Cat. No.

300 µL, Universal 1 - 300 µL Bulk
Racked, Sterile

TF-350
TF-350-R-S TF-350-L-R-S

Quantity: Bulk = 1000 tips/pack, 10 packs/case; Racked = 96 tips/rack, 10 racks/pack, 5 
packs/case
  

500 µL, Universal 10 - 500 µL Bulk
Racked, Sterile

TF-500
TF-500-R-S TF-500-L-R-S

Quantity: Bulk = 1000 tips/pack, 5 packs/case; Racked = 100 tips/rack, 10 racks/pack, 5 
packs/case
 

1000 µL, Universal 100 - 1000 µL Bulk
Racked, Sterile

TF-1000
TF-1000-R-S TF-1000-L-R-S

Quantity: Bulk = 1000 tips/pack, 5 packs/case; Racked = 100 tips/rack, 10 racks/pack, 5 
packs/case
    

1000 µL, Wide Bore 100 - 1000 µL Racked, Sterile TF-1005-WB-R-S TF-1005-WB-L-R-S

Quantity: Racked = 100 tips/rack, 10 racks/pack, 5 packs/case

1100 µL, Beveled 100 - 1100 µL Racked, Sterile TF-1200-C-R-S TF-1200-C-L-R-S

Quantity: Racked = 96 tips/rack, 12 racks/pack, 3 packs/case

1250 µL, Matrix-style 15 - 1250 µL Racked, Sterile MTXF-1250-C-R-S MTXF-1250-C-L-R-S

Quantity: Racked = 96 tips/rack, 12 racks/pack, 3 packs/case

 

10 µL, GentleFit Tip 10 µL Racked, Sterile TLF-10-R-S

Quantity: Racked = 96 tips/rack, 10 racks/pack, 5 packs/case

     

200 µL, GentleFit Tip 200 µL Racked, Sterile TLF-200-R-S

Quantity: Racked = 96 tips/rack, 10 racks/pack, 5 packs/case

1000 µL, GentleFit Tip 1000 µL Racked, Sterile TLF-1000-R-S

Quantity: Racked = 96 tips/rack, 8 racks/pack, 5 packs/case

® 
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GEN3 Multi-Barrier Tips Volume Tip Rack Packaging Cat. No.

10 µL, Multi-Barrier filter 10 µL Racked, Sterile GEN3-10-L-R-S

Quantity: Racked = 96 tips/rack, 10 racks/pack, 5 packs/case

20 µL, Multi-Barrier filter 20 µL Racked, Sterile GEN3-20-L-R-S

Quantity: Racked = 96 tips/rack, 10 racks/pack, 5 packs/case

200 µL, Multi-Barrier filter 200 µL Racked, Sterile GEN3-200-L-R-S

Quantity: Racked = 96 tips/rack, 10 racks/pack, 5 packs/case

1000 µL, Multi-Barrier filter 1000 µL Racked, Sterile GEN3-1000-L-R-S

Quantity: Racked = 100 tips/rack, 10 racks/pack, 5 packs/case

GEN3™ Multi-Barrier Tips
  Multi-barrier self-sealing filter prevents aerosol or liquid cross contamination
  Proprietary filter design prevents possible PCR inhibition
  Maxymum Recovery® technology for low sample retention and high yield
  Hinged rack for convenience and ease of use
  Sterile; no need to autoclave
  Certified DNase-/RNase-free and nonpyrogenic
  Certified human gDNA and PCR inhibition free

Performance Comparison of Barrier Pipet Tips
These images show a visual comparison of the Axygen® GEN3 filter pipet tip compared to a conventional filter tip following 
the over-aspiration of a colored liquid.

GEN3 multi-barrier pipet tips 
seal on contact with liquids and 
prevent liquids or aerosols from 
passing through, eliminating cross 
contamination.

Liquid passes through conventional 
filter pipet tips causing cross 
contamination.

Polyethylene Filter

Polyethylene Filter

Proprietary 
Self-Sealing Filter

Unique GEN3 
Multi-Barrier Design
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AxyPet-16 384-Format Tips
  Fit most research grade pipettors
  See tip compatibility tables, pages 89-94

AxyPet-16 384-Format Tips Volume Tip Rack Packaging
Standard
Cat. No. Cat. No.

50 µL, Microvolume 0.5 - 50 µL Racked
Racked, Sterile

T-384-R
T-384-R-S

T-384-L-R
T-384-L-R-S

Quantity: Racked = 384 tips/rack, 10 racks/pack, 5 packs/case
 

30 µL, Microvolume, Filtered 0.5 - 30 µL Racked, Sterile TF-384-30-R-S TF-384-30-L-R-S

Quantity: Racked = 384 tips/rack, 10 racks/pack, 5 packs/case
 

30 µL, Microvolume 0.5 - 30 µL Racked
Racked, Sterile

T-1536-R
T-1536-R-S

T-1536-L-R
T-1536-L-R-S

Quantity: Racked = 384 tips/rack, 10 racks/pack, 5 packs/case
 

® 

Macrovolume Tips Volume Packaging Cat. No.

5 mL, Macrovolume 1 - 5 mL Bulk T-5000-C

Quantity: Bulk = 250 tips/pack, 10 packs/case

10 mL, Macrovolume 1 - 10 mL Bulk T-10ML-C

Quantity: Bulk = 200 tips/pack, 10 packs/case

Macrovolume Tips
  Fit most research grade pipettors

Graduation marks at 0.5 mL and 1 mL increments

PIPET TIPS
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Gel Loading
Axygen® Gel Loading Tips are designed for easy loading of samples on gels. The tips fit a wide variety of single and multi-
channel pipettors.  Tips are available in flat and round formats with outer diameter dimensions for specific gel thicknesses.

w  0.37 mm outer diameter tips are for use with 0.4 mm gels
w  0.17 mm outer diameter tips are for use with 0.2 mm gels
w  Certified DNase-/RNase-free and nonpyrogenic

Gel Cutting
Axygen® Gel Cutting Tips are designed to remove DNA/RNA bands from agarose gel. 

w  Certified DNase-/RNase-free and nonpyrogenic

Gel Loading Tips Volume Tip Rack Outer Diameter Packaging Cat. No.

10 µL, Gel Loading Tip, Flat 10 µL 0.17 mm Racked TGL-10FT-17-R

Quantity: Racked = 200 tips/rack, 2 racks/case

200 µL, Ultra Micro Gel Loading 
Tip, Flat

200 µL 0.37 mm Racked
Racked, Sterile

TGL-200FT-37-R
TGL-200FT-37-R-S

Quantity: Racked = 200 tips/rack, 2 racks/case

200 µL, Ultra Micro Gel Loading 
Tip, Round

200 µL 0.57 mm Racked
Racked, Sterile

TGL-200RD-57-R
TGL-200RD-57-R-S

Quantity: Racked = 200 tips/rack, 2 racks/case

Gel Cutting Tips Tip Rack Outer Dimensions Packaging
Standard
Cat. No.

Gel Cutting Tip 1.1 mm x 4 mm Bulk
Racked

TGL-1140
TGL-1140-R

Quantity: Bulk = 250 tips/pack, 10 packs/case; Racked = 48 tips/rack, 
10 racks/pack, 5 packs/case

Gel Cutting Tip 1.1 mm x 6.5 mm Bulk
Racked

TGL-1165
TGL-1165-R

Quantity: Bulk = 250 tips/pack, 10 packs/case; Racked = 48 tips/rack, 
10 racks/pack, 5 packs/case

PI
PE

T 
TI

PS



Single Channel Pipettors

Volume Range
No. of 
Channels Accuracy % Precision % Cat. No. Description

0.1-2 µL 1 ±12.0 - ±1.5 ±6.0- ±0.7 AP-2 0.1-2 µL Single Channel Pipettor

0.5-10 µL 1 ±4.0 - ±0.5 ±2.8 - ±0.4 AP-10 0.5-10 µL Single Channel Pipettor

2-20 µL 1 ±3.0 - ±0.8 ±1.5 - ±0.3 AP-20 2-20 µL Single Channel Pipettor

5-50 µL 1 ±2.5 - ±0.8 ±2.0 - ±0.4 AP-50 5-50 µL Single Channel Pipettor

10-100 µL 1 ±1.6 - ±0.8 ±0.8 - ±0.2 AP-100 10-100 µL Single Channel Pipettor

20-200 µL 1 ±1.2 - ±0.6 ±0.6 - ±0.2 AP-200 20-200 µL Single Channel Pipettor

50-250 µL 1 ±1.0 - ±0.6 ±0.4 - ±0.3 AP-250 50-250 µL Single Channel Pipettor

100-1000 µL 1 ±1.6 - ±0.6 ±0.4 - ±0.15 AP-1000 100-1000 µL Single Channel Pipettor

1-5 mL 1 ±0.6 - ±0.5 ±0.25 - ±0.15 AP-5000 1-5 ml Single Channel Pipettor

1-10 mL 1 ±2.5 - ±0.5 ±0.6 - ±0.2 AP-10ML 1-10 mL Single Channel Pipettor

AxyPet™ Single and Multi-channel Pipettors
AxyPet pipettors combine the highest levels of accuracy and precision with design innovations intended to make the pipetting 
experience more comfortable over prolonged use.

w  Locking feature prevents accidental volume changes during pipetting procedures
w  Thumb-friendly soft spring pipetting system reduces fatigue
w  Unique side EZIject button option reduces thumb movement*
w  Finger-hook to take the weight, for a more relaxed grip
w  Large ergonomic push button is easy on the thumb during contact

*Left handed EZIject button available by special order

PIPET TIPS
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Multi-channel Pipettors 

Volume Range
No. of 
Channels Accuracy % Precision % Cat. No. Description

0.5-10 µL 8 ±8.0 - ±2.0 ±6.0 - ±1.2 AP-8-10 0.5-10 µL 8-Channel, Digital Pipettor

5-50 µL 8 ±4.0 - ±1.6 ±2.5 - ±0.6 AP-8-50 5-50 µL 8-Channel, Digital Pipettor

20-200 µL 8 ±3.0 - ±1.0 ±1.5 - ±0.6 AP-8-200 20-200 µL 8-Channel, Digital Pipettor

50-300 µL 8 ±1.6 - ±1.0 ±1.5 - ±0.6 AP-8-300 50-300 µL 8-Channel, Digital Pipettor

1-10 µL 12 ±8.0 - ±2.0 ±6.0 - ±1.2 AP-12-10 0.5-10 µL 12-Channel, Digital Pipettor

5-50 µL 12 ±4.0 - ±1.6 ±2.5 - ±1.6 AP-12-50 5-50 µL 12-Channel, Digital Pipettor

20-200 µL 12 ±3.0 - ±1.0 ±1.5 - ±0.6 AP-12-200 20-200 µL 12-Channel, Digital Pipettor

50-300 µL 12 ±1.6 - ±1.0 ±1.5 - ±0.6 AP-12-300 50-300 µL 12-Channel, Digital Pipettor

0.2-2 µL 16 ±12.0 - ±2.0 ±6.0 - ±1.0 AP-16-2 0.2-2 µL Adjustable Volume 16 Channel AxyPet Pipettor

0.5-10 µL 16 ±2.5 - ±1.0 ±1.8 - ±0.5 AP-16 0.5-10 µL Adjustable Volume 16 Channel AxyPet Pipettor

5-50 µL 16 ±2.5 - ±1.0 ±1.8 - ±0.5 AP-16-50 5-50 µL Adjustable Volume 16 Channel AxyPet Pipettor

Additional Multi-channel Pipettor Features
w  Plunger and Ejector are ergonomically located
w  Curved ejector bar allows tips to be ejected in steps, reducing the amount of force required for ejection
w  Tip manifold rotates 360°
w  Each channel of the pipettor has an individual, precision piston assembly to ensure accuracy and reproducibility from one 

pipetting series to the next
w  Shafts withdraw when pressed against a row of tips
w  Each shaft moves independently, minimizing jamming of tips
w  Micrometer is continuously adjustable for selection of whole or fractional volumes
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Reagent Reservoirs
Axygen® disposable reservoirs are designed to accommodate all multichannel pipettors. Four corners and a sharp V-bottom 
shape ensure maximum sample retrieval.

Disposable Reservoirs
Maximum 
Volume

Maximum 
Volume/Well Color

Standard
Cat. No. Description

25 mL 25 mL White
White
White

RES-2CV-25
RES-2CV-25-S*
RES-2CV-25-SI

25 mL reservoir, divided
25 mL reservoir, divided, sterile
25 mL reservoir, divided, individually wrapped, sterile

Quantity: 100 reservoirs/case; * 5 reservoirs/pack, 40 packs/case

25 mL 25 mL White
White
White

RES-V-25
RES-V-25-S*
RES-V-25-SI

25 mL reservoir
25 mL reservoir, sterile
25 mL reservoir, individually wrapped, sterile

Quantity: 100 reservoirs/case; * 5 reservoirs/pack, 40 packs/case

50 mL 50 mL White
White
White

RES-V-50
RES-V-50-S*
RES-V-50-SI

50 mL reservoir
50 mL reservoir, sterile
50 mL reservoir, individually wrapped, sterile

Quantity: 100 reservoirs/case; * 5 reservoirs/pack, 40 packs/case

100 mL 100 mL White
White
White

RES-V-100
RES-V-100-S*
RES-V-100-SI

100 mL reservoir
100 mL reservoir, sterile
100 mL reservoir, individually wrapped, sterile

Quantity: 100 reservoirs/case; * 5 reservoirs/pack, 40 packs/case

PIPET TIPS
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Pipettor Brand Axygen Biohit BrandTech Capp Aero Eppendorf Pipettor Brand
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Volume Range

Volume/Axygen Tip Non Filter Tips Volume/Axygen Tip

0.1-60 µL, T-384 83 • • • • • • 83 0.1-60 µL, T-384

0.1-30 µL, T-1536 83 • • • • • • 83 0.1-30 µL, T-1536

0.1-10 µL, T-300 77 • • • • • • • • • • • • • • • • • • • • • • • • • • 77 0.1-10 µL, T-300

0.1-10 µL, TXL-10 77 • • • • • • • • • • • • • • • • • • • • • • • • • • 77 0.1-10 µL, TXL-10

0.1-20 µL, T-400 77 • • 77 0.1-20 µL, T-400

1-200 µL, T-200 78 • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • 78 1-200 µL, T-200

1-200 µL, TE-204 78 • • • • • 78 1-200 µL, TE-204

1-200 µL, T-205-WB 78 • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • 78 1-200 µL, T-205-WB

1-200 µL, T-210 78 • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • 78 1-200 µL, T-210

1-200 µL, TR-222 78 • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • 78 1-200 µL, TR-222

1-250 µL, TR-333 78 • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • 78 1-250 µL, TR-333

1-300 µL, T-350 79 • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • 79 1-300 µL, T-350

100-1000 µL, T-1000 79 • • • • • • • • • • • • • • 79 100-1000 µL, T-1000

100-1000 µL, TE-1004 79 • • • • • • • • • • • • • 79 100-1000 µL, TE-1004

100-1000 µL, T-1005-WB 79 • • • • • • • • • • • • • • 79 100-1000 µL, T-1005-WB

100-1200 µL, T-1200 79 • • • • • • • • • • • • • • 79 100-1200 µL, T-1200

15-1250 µL, MTX-1250 79 79 15-1250 µL, MTX-1250

Aerosol Barrier Tips

0.1-30 µL, TF-384-30 83 • • • • • • 83 0.1-30 µL, TF-384-30

0.1-10 µL, TF-300 80 • • • • • • • • • • • • • • • • • • • • • • • • • • • • 80 0.1-10 µL, TF-300

0.1-10 µL, TXLF-10 80 • • • • • • • • • • • • • • • • • • • • • • • • • • • • 80 0.1-10 µL, TXLF-10

0.1-10 µL, TF-400 80 • • 80 0.1-10 µL, TF-400

0.1-20 µL, TF-420 80 • • 80 0.1-20 µL, TF-420

0.5-20 µL, TF-20 80 • • • • • 80 0.5-20 µL, TF-20

0.5-50 µL, TF-50 80 • • • • • 80 0.5-50 µL, TF-50

1-100 µL, TF-100 80 • • • • • • • • • • • • • • • • • • 80 1-100 µL, TF-100

1-150 µL, TF-150 80 • • • • 80 1-150 µL, TF-150

1-200 µL, TF-200 80 • • • • • • • • • • • • • • • • • • • • • • • 80 1-200 µL, TF-200

1-200 µL, TF-205-WB 80 • • • • • • • • • • • • • • • • • • • • • • • 80 1-200 µL, TF-205-WB

1-300 µL, TF-350 81 • • • • • • • • • • • 81 1-300 µL, TF-350

10-500 µL, TF-500 81 • 81 10-500 µL, TF-500

100-1000 µL, TF-1000 81 • • • • • • • • • • • • • 81 100-1000 µL, TF-1000

100-1000 µL, TF-1005-WB 81 • • • • • • • • • • • • • 81 100-1000 µL, TF-1005-WB

100-1100 µL, TF-1200 81 • • • • • • • • • • • • • • 81 100-1100 µL, TF-1200

15-1250 µL, MTXF-1250 81 81 15-1250 µL, MTXF-1250

1-10 µL, GEN3-10-L-R-S 82 • • • • • • • • • • • 82 1-10 µL, GEN3-10-L-R-S

1-20 µL, GEN3-20-L-R-S 82 • • • • • • • • • • • • • • • • • • • 82 1-20 µL, GEN3-20-L-R-S

20-200 µL, GEN3-200-L-R-S 82 • • • • • • • • • • • • 82 20-200 µL, GEN3-200-L-R-S

100-1000 µL, GEN3-1000-L-R-S 82 • • • • • • 82 100-1000 µL, GEN3-1000-L-R-S

Pipet Tip Compatibility Chart
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Volume Range

Volume/Axygen Tip Non Filter Tips Volume/Axygen Tip

0.1-60 µL, T-384 83 83 0.1-60 µL, T-384

0.1-30 µL, T-1536 83 83 0.1-30 µL, T-1536

0.1-10 µL, T-300 77 • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • 77 0.1-10 µL, T-300

0.1-10 µL, TXL-10 77 • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • 77 0.1-10 µL, TXL-10

0.1-20 µL, T-400 77 • • 77 0.1-20 µL, T-400

1-200 µL, T-200 78 • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • 78 1-200 µL, T-200

1-200 µL, TE-204 78 78 1-200 µL, TE-204

1-200 µL, T-205-WB 78 • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • 78 1-200 µL, T-205-WB

1-200 µL, T-210 78 • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • 78 1-200 µL, T-210

1-200 µL, TR-222 78 • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • 78 1-200 µL, TR-222

1-250 µL, TR-333 78 • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • 78 1-250 µL, TR-333

1-300 µL, T-350 79 • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • 79 1-300 µL, T-350

100-1000 µL, T-1000 79 • • • • • • • • • • • 79 100-1000 µL, T-1000

100-1000 µL, TE-1004 79 • • • • • • • • • • • • 79 100-1000 µL, TE-1004

100-1000 µL, T-1005-WB 79 • • • • • • • • • • • 79 100-1000 µL, T-1005-WB

100-1200 µL, T-1200 79 • • • • • • • • • • • • 79 100-1200 µL, T-1200

15-1250 µL, MTX-1250 79 • • • 79 15-1250 µL, MTX-1250

Aerosol Barrier Tips

0.1-30 µL, TF-384-30 83 83 0.1-30 µL, TF-384-30

0.1-10 µL, TF-300 80 • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • 80 0.1-10 µL, TF-300

0.1-10 µL, TXLF-10 80 • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • • 80 0.1-10 µL, TXLF-10

0.1-10 µL, TF-400 80 80 0.1-10 µL, TF-400

0.1-20 µL, TF-420 80 • • 80 0.1-20 µL, TF-420

0.5-20 µL, TF-20 80 • • • • • • • • • 80 0.5-20 µL, TF-20

0.5-50 µL, TF-50 80 • • • • • • • • • 80 0.5-50 µL, TF-50

1-100 µL, TF-100 80 • • • • • • • • • • • 80 1-100 µL, TF-100

1-150 µL, TF-150 80 • • • • • • • • 80 1-150 µL, TF-150

1-200 µL, TF-200 80 • • • • • • • • • • • • • • • • • • • • • • • • • • 80 1-200 µL, TF-200

1-200 µL, TF-205-WB 80 • • • • • • • • • • • • • • • • • • • • • • • • • • 80 1-200 µL, TF-205-WB

1-300 µL, TF-350 81 • • • • • • • 81 1-300 µL, TF-350

10-500 µL, TF-500 81 81 10-500 µL, TF-500

100-1000 µL, TF-1000 81 • • • • • • • • 81 100-1000 µL, TF-1000

100-1000 µL, TF-1005-WB 81 • • • • • • • • • 81 100-1000 µL, TF-1005-WB

100-1100 µL, TF-1200 81 • • • • • • • • • • • • 81 100-1100 µL, TF-1200

15-1250 µL, MTXF-1250 81 • • 81 15-1250 µL, MTXF-1250

1-10 µL, GEN3-10-L-R-S 82 • • • • • • • • • • • • 82 1-10 µL, GEN3-10-L-R-S

1-20 µL, GEN3-20-L-R-S 82 • • • • • • • • • • • • • • • • • • • • 82 1-20 µL, GEN3-20-L-R-S

20-200 µL, GEN3-200-L-R-S 82 • • • • • • • • • • • • 82 20-200 µL, GEN3-200-L-R-S

100-1000 µL, GEN3-1000-L-R-S 82 • • • • • • 82 100-1000 µL, GEN3-1000-L-R-S

Pipet Tip Compatibility Chart (Continued)
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MICROTUBES
M

IC
RO

TU
BE

S

Axygen®'s microcentrifuge tubes are produced from Class VI "medical grade" polypropylene.

w  Maxymum Recovery™ and standard snaplock tubes - 0.5, 1.5, 1.7 and 2.0 mL
w  Maxymum Recovery and standard screw cap tubes - 0.5, 1.5 and 2.0 mL conical and free-standing
w  Durable plastic tube racks - 50, 80 and 81 position
w  Aluminum tube racks - 48 position for screw cap tubes
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MaxyClear Screw Cap Microcentrifuge Tubes
Axygen screw cap microcentrifuge tubes serve a broad 
range of laboratory needs including collection, processing, 
centrifugation, long-term storage and packaging/shipping 
of restriction enzymes and other reagents. Color-coded caps 
provide a syringe port which is easily pierced for radioisotope 
labeling and fraction collecting. The threaded O ring design 
ensures a uniform closure allowing centrifugation up to 14,000 
RCF. Ribs are designed to fit racks and facilitate single-handed 
opening and closing when used with our aluminum AxyRack. 
See page 149 for information on RCF or g-force. 

The closure on Axygen screw caps feature an O ring that 
is formulated and manufactured from a specially selected 
material that is resistant to many commonly used laboratory 
chemicals. The Alignment Orientation Tab allows the 
microcentrifuge tube to be aligned with the centrifuge 
rotor for multiple applications, including desalting. This 
ensures that the microcentrifuge tube can be re-spun without 
disturbing the partially pelletized sediment.

MaxyClear SnapLock Microcentrifuge Tubes
Axygen® 1.5 mL, 1.7 mL and 2.0 mL SnapLock microcentrifuge 
tubes are engineered to close with a snap and stay closed during 
centrifugation up to 14,000 RCF. The 1.7 mL MaxyClear 
tubes are manufactured of a co-polymer material which offers 
exceptional strength and chemical resistance. All Axygen SnapLock 
microcentrifuge tubes have frosted cap surfaces for labeling, frosted 
panels on the side for writing, a 0.28 mm piercing port in the center 
of the cap. Most tubes are autoclavable.

Features
w  MaxyClear for the ultimate in sample visibility found in all of Axygen's 

SnapLock tubes
w  A wide range of colored tubes for easy sample identification
w  SnapLock tubes are guaranteed to stay closed even during boiling or 

autoclaving
w  Will withstand up to 14,000 RCF
w  SnapLock cap assures efficient seal yet is still easy to flip open
w  Thin membrane in cap center allows easy access to sample by syringe 

needle
w  Certified DNase-/RNase-free and nonpyrogenic
w  Maxymum Recovery™ available in most styles for minimal sample 

retention

thin section for easy 
piercing by needle

flat cap for labeling

frosted window for 
writing

graduation marks

ultra smooth tube 
bottoms for 100% 

visibility - no sharp 
'gates' to cause cuts 

and scratches

alignment 
orientation tab

O ring closure system

extra long cap lip to 
protect your sample

ribs on cap and 
tube for one hand 
operation

Axygen products are manufactured in 
a clean, controlled "state of the art" 
facility and certified DNase-/RNase-
free and nonpyrogenic
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MICROTUBES

Snaplock Microtubes Volume Material Color Packaging
Standard
Cat. No. Cat. No.

0.6 mL, MaxyClear 0.6 mL Homopolymer
Homopolymer
Homopolymer
Homopolymer
Homopolymer
Homopolymer
Homopolymer
Homopolymer
Homopolymer
Homopolymer

MaxyClear
MaxyClear
Assorted
Blue
Green
Orange
Red
Violet
Amber
Yellow

Bulk
Bulk, Sterile
Bulk
Bulk
Bulk
Bulk
Bulk
Bulk
Bulk
Bulk

MCT-060-C
MCT-060-C-S†

MCT-060-A
MCT-060-B
MCT-060-G
MCT-060-O
MCT-060-R
MCT-060-V
MCT-060-X
MCT-060-Y

MCT-060-L-C*

Quantity: 1000 tubes/pack, 10 packs/case; †Sterile = 100 tubes/bag, 5 bags/pack, 10 packs/case; 
*Maxymum Recovery = 500 tubes/pack, 10 packs/case

Maximum G-force: 14,000 RCF

1.5 mL, MaxyClear 1.5 mL Homopolymer
Homopolymer
Homopolymer
Homopolymer
Homopolymer
Homopolymer
Homopolymer
Homopolymer
Homopolymer
Homopolymer
Homopolymer

MaxyClear
MaxyClear
MaxyClear
Assorted
Blue
Green
Orange
Red
Violet
Amber
Yellow

Bulk
Bulk, Sterile
Bulk, No Cap
Bulk
Bulk
Bulk
Bulk
Bulk
Bulk
Bulk
Bulk

MCT-150-C
MCT-150-C-S†

MCT-150-NC
MCT-150-A
MCT-150-B
MCT-150-G
MCT-150-O
MCT-150-R
MCT-150-V
MCT-150-X
MCT-150-Y

MCT-150-L-C*

Quantity: 500 tubes/pack, 10 packs/case;  †Sterile = 50 tubes/bag, 5 bags/pack, 10 packs/case; 
*Maxymum Recovery = 250 tubes/pack, 10 packs/case

Maximum G-force: 14,000 RCF

1.7 mL, MaxyClear 1.7 mL Co-polymer
Co-polymer
Co-polymer
Co-polymer
Co-polymer
Co-polymer
Co-polymer
Co-polymer
Co-polymer
Co-polymer

MaxyClear
MaxyClear
Assorted
Blue
Green
Orange
Red
Violet
Amber
Yellow

Bulk
Bulk, Sterile
Bulk
Bulk
Bulk
Bulk
Bulk
Bulk
Bulk
Bulk

MCT-175-C
MCT-175-C-S†

MCT-175-A
MCT-175-B
MCT-175-G
MCT-175-O
MCT-175-R
MCT-175-V
MCT-175-X
MCT-175-Y

MCT-175-L-C*

Quantity: 500 tubes/pack, 10 packs/case;  †Sterile = 550 tubes/bag, 5 bags/pack, 10 packs/case; 
*Maxymum Recovery = 250 tubes/pack, 10 packs/case

Maximum G-force: 14,000 RCF

2.0 mL, MaxyClear 2.0 mL Homopolymer
Homopolymer
Homopolymer
Homopolymer
Homopolymer
Homopolymer
Homopolymer
Homopolymer
Homopolymer
Homopolymer
Homopolymer

MaxyClear
MaxyClear
MaxyClear
Assorted
Blue
Green
Orange
Red
Violet
Amber
Yellow

Bulk
Bulk, Sterile
Bulk, No Cap
Bulk
Bulk
Bulk
Bulk
Bulk
Bulk
Bulk
Bulk

MCT-200-C
MCT-200-C-S†

MCT-200-NC
MCT-200-A
MCT-200-B
MCT-200-G
MCT-200-O
MCT-200-R
MCT-200-V
MCT-200-X
MCT-200-Y

MCT-200-L-C*

Quantity: 500 tubes/pack, 10 packs/case; †Sterile = 50 tubes/bag, 5 bags/pack, 10 packs/case; 
*Maxymum Recovery = 250 tubes/pack, 10 packs/case

Maximum G-force: 14,000 RCF

® 

SnapLock Microcentrifuge Tubes - MaxyClear
Axygen® MaxyClear microtubes are available in a variety of colors. Maxymum Recovery® and sterile options are also available. 
SnapLock microtubes have frosted cap surfaces and frosted side panels, ideal for labeling. Each cap features a piercing port in 
the center of the cap. Microtubes with no caps are available for some sizes.

w  Co-polymer tubes offer exceptional strength and chemical resistance
w  Homopolymer tubes are more resistant to autoclaving
w  0.6 mL, 1.5 mL, and 2.0 mL microtubes are certified to be boil proof
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MICROTUBES

Snaplock Macrotubes Volume Material Color Packaging
Standard
Cat. No.

5.0 mL, MaxyClear 5.0 mL Homopolymer
Homopolymer

Clear
Amber

Bulk
Bulk

MCT-500-C
MCT-500-X

Quantity: 250 tubes/pack, 5 packs/case

5 mL Snaplock Tube
w  Graduated at 0.5 mL increments
w  Available in clear and amber
w  Frosted flat cap

121ºC

15 minutes

15 psi

Autoclaving Guidelines
To ensure successful 
steam sterilization of your 
plastic labware, please 
adhere to the following 
guidelines:

Autoclave all plastic 
consumables at 121ºC for 
15 minutes, 15 psi/1 atm.

Do not use a dry 
cycle as this may 
cause deformation or 
weakening of the plastic.

Allow temperature 
within the autoclave to 
return to at least 80ºC 
before removing the 
product.

Autoclaving Protocol
Autoclave at 121°C (250°F) at 15 psi (1 atm.) for 15 minutes. Do not use a 
drying cycle. Remove from autoclaving once the temperature has reached at 
least 80°C. 

Autoclaving Caution
Excessive exposure to autoclaving heat may cause warping or decreased 
structural integrity. Do not exceed autoclaving recommendations.

NOT ALL PRODUCTS ARE AUTOCLAVABLE.

Bulk Packaging

Microtubes are shipped in resealable 
plastic bags and are packed in 
individual boxes, keeping them free 
from contaminants and easy to store.

Microtube Packaging

Type Volume Material Color Packaging
Standard
Cat. No.

Tissue Grinder 1.5 and 2.0 mL Pestle, sterile Blue Individually Wrapped PES-15-B-SI

Quantity: Individually Wrapped = 100 pestles/pack, 4 packs/case

Tissue Grinder
w  Durable and inert polypropylene construction
w  Designed to fit 1.5 mL and 2.0 mL centrifuge tubes
w  Individually wrapped and sterilized
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MICROTUBES

Type Volume Style Color Description
Standard
Cat. No.

0.5 mL, Conical 1.3 mL
1.4 mL

Conical
Conical

Clear
Clear
Assorted*
Grey
White
Pink
Red
Orange
Yellow
Green
Blue
Violet
Brown

Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps

SCT-45-C
SCT-050-C
SCT-050-A
SCT-050-GR
SCT-050-W
SCT-050-P
SCT-050-R
SCT-050-O
SCT-050-Y
SCT-050-G
SCT-050-B
SCT-050-V
SCT-050-BR

Quantity: 500 tubes/pack, 8 packs/case; *Assorted = 50 tubes/bag, 10 bags/pack, 8 packs/case

Maximum G-force: 20,000 RCF

0.5 mL, Self Standing 1.4 mL Self Standing Clear
Assorted*
Grey
White
Pink
Red
Orange
Yellow
Green
Blue
Violet
Brown

Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps

SCT-050-SS-C
SCT-050-SS-A
SCT-050-SS-GR
SCT-050-SS-W
SCT-050-SS-P
SCT-050-SS-R
SCT-050-SS-O
SCT-050-SS-Y
SCT-050-SS-G
SCT-050-SS-B
SCT-050-SS-V
SCT-050-SS-BR

Quantity: 500 tubes/pack, 8 packs/case; *Assorted = 50 tubes/bag, 10 bags/pack, 8 packs/case

Maximum G-force: 20,000 RCF

1.5 mL, Conical 1.9 mL Conical Clear
Assorted*
Grey
White
Pink
Red
Orange
Yellow
Green
Blue
Violet
Brown

Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps

SCT-150-C
SCT-150-A
SCT-150-GR
SCT-150-W
SCT-150-P
SCT-150-R
SCT-150-O
SCT-150-Y
SCT-150-G
SCT-150-B
SCT-150-V
SCT-150-BR

Quantity: 500 tubes/pack, 8 packs/case; *Assorted = 50 tubes/bag, 10 bags/pack, 8 packs/case

Maximum G-force: 20,000 RCF

1.5 mL, Self Standing 1.9 mL Self Standing Clear
Assorted*
Grey
White
Pink
Red
Orange
Yellow
Green
Blue
Violet
Brown

Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps

SCT-150-SS-C
SCT-150-SS-A
SCT-150-SS-GR
SCT-150-SS-W
SCT-150-SS-P
SCT-150-SS-R
SCT-150-SS-O
SCT-150-SS-Y
SCT-150-SS-G
SCT-150-SS-B
SCT-150-SS-V
SCT-150-SS-BR

Quantity: 500 tubes/pack, 8 packs/case; *Assorted = 50 tubes/bag, 10 bags/pack, 8 packs/case

Maximum G-force: 20,000 RCF

Screw Cap Tubes
Axygen® screw cap tubes feature a cap that provides a tight secure seal. Screw cap tubes are available in a variety of colors with a 
conical or self-standing bottom. Sterile options are also available.
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MICROTUBES

Type Volume Style Color Description
Standard
Cat. No.

2.0 mL, Conical 2.2 mL Conical Clear
Assorted*
Grey
White
Pink
Red
Orange
Yellow
Green
Blue
Violet
Brown

Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps

SCT-200-C
SCT-200-A
SCT-200-GR
SCT-200-W
SCT-200-P
SCT-200-R
SCT-200-O
SCT-200-Y
SCT-200-G
SCT-200-B
SCT-200-V
SCT-200-BR

Quantity: 500 tubes/pack, 8 packs/case; *Assorted = 50 tubes/bag, 10 bags/pack, 8 packs/case

Maximum G-force: 20,000 RCF

2.0 mL, Self Standing 2.2 mL Self Standing Clear
Assorted*
Grey
White
Pink
Red
Orange
Yellow
Green
Blue
Violet
Brown

Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps
Screw Cap Tubes with Caps

SCT-200-SS-C
SCT-200-SS-A
SCT-200-SS-GR
SCT-200-SS-W
SCT-200-SS-P
SCT-200-SS-R
SCT-200-SS-O
SCT-200-SS-Y
SCT-200-SS-G
SCT-200-SS-B
SCT-200-SS-V
SCT-200-SS-BR

Quantity: 500 tubes/pack, 8 packs/case; *Assorted = 50 tubes/bag, 10 bags/pack, 8 packs/case

Maximum G-force: 20,000 RCF

Type Volume Style Color Description
Standard
Cat. No.

Sterile 1.3 mL Conical, Sterile Clear Screw Cap Tubes with Caps SCT-45-C-S*

1.4 mL Conical, Sterile Clear Screw Cap Tubes with Caps SCT-050-C-S*

1.4 mL Self Standing, Sterile Clear Screw Cap Tubes with Caps SCT-050-SS-C-S*

1.9 mL Conical, Sterile Clear Screw Cap Tubes with Caps SCT-150-C-S*

1.9 mL Self Standing, Sterile Clear Screw Cap Tubes with Caps SCT-150-SS-C-S*

2.2 mL Conical, Sterile Clear Screw Cap Tubes with Caps SCT-200-C-S*

2.2 mL Self Standing, Sterile Clear Screw Cap Tubes with Caps SCT-200-SS-C-S*

Quantity: 100 tubes/bag, 5 bags/pack, 8 packs/case

Maximum G-force: 20,000 RCF

Tubes Only 1.3 mL Conical Clear Screw Cap Tubes ST-45

1.3 mL Self Standing Clear Screw Cap Tubes ST-45-SS

1.4 mL Conical Clear Screw Cap Tubes ST-050

1.4 mL Self Standing Clear Screw Cap Tubes ST-050-SS

1.9 mL Conical Clear Screw Cap Tubes ST-150

1.9 mL Self Standing Clear Screw Cap Tubes ST-150-SS

2.2 mL Conical Clear Screw Cap Tubes ST-200

2.2 mL Self Standing Clear Screw Cap Tubes ST-200-SS

1.4 mL Conical Amber Screw Cap Tubes ST-050-X

1.4 mL Self Standing Amber Screw Cap Tubes ST-050-SS-X

1.9 mL Conical Amber Screw Cap Tubes ST-150-X

1.9 mL Self Standing Amber Screw Cap Tubes ST-150-SS-X

2.2 mL Conical Amber Screw Cap Tubes ST-200-X

2.2 mL Self Standing Amber Screw Cap Tubes ST-200-SS-X

Quantity: 500 tubes/pack, 8 packs/case

Maximum G-force: 20,000 RCF

*All sterile screw cap tubes are packaged with 
non-looped caps attached which include 'O'-rings 
(Cat. No. SCO-C) M
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MICROTUBES

Type Color Description Cat. No.

Caps, With O-ring Clear
Assorted*
Grey
White
Pink
Red
Orange
Yellow
Green
Blue
Violet
Brown

Non-Looped Screw Caps with O-ring
Non-Looped Screw Caps with O-ring
Non-Looped Screw Caps with O-ring
Non-Looped Screw Caps with O-ring
Non-Looped Screw Caps with O-ring
Non-Looped Screw Caps with O-ring
Non-Looped Screw Caps with O-ring
Non-Looped Screw Caps with O-ring
Non-Looped Screw Caps with O-ring
Non-Looped Screw Caps with O-ring
Non-Looped Screw Caps with O-ring
Non-Looped Screw Caps with O-ring

SCO-C
SCO-A
SCO-GR
SCO-W
SCO-P
SCO-R
SCO-O
SCO-Y
SCO-G
SCO-B
SCO-V
SCO-BR

Quantity: 500 caps/pack, 8 packs/case; *Assorted = 50 caps/bag, 10 bags/pack, 8 packs/case

Looped Caps, With O-ring Clear
Assorted*
Grey
White
Pink
Red
Orange
Yellow
Green
Blue
Violet
Brown

Looped Screw Caps with O-ring
Looped Screw Caps with O-ring
Looped Screw Caps with O-ring
Looped Screw Caps with O-ring
Looped Screw Caps with O-ring
Looped Screw Caps with O-ring
Looped Screw Caps with O-ring
Looped Screw Caps with O-ring
Looped Screw Caps with O-ring
Looped Screw Caps with O-ring
Looped Screw Caps with O-ring
Looped Screw Caps with O-ring

SCO-LP-C
SCO-LP-A
SCO-LP-GR
SCO-LP-W
SCO-LP-P
SCO-LP-R
SCO-LP-O
SCO-LP-Y
SCO-LP-G
SCO-LP-B
SCO-LP-V
SCO-LP-BR

Quantity: 500 caps/pack, 8 packs/case; *Assorted = 50 caps/bag, 10 bags/pack, 8 packs/case

Screw Cap Tubes
Axygen® screw cap tubes feature a cap that provides a tight secure seal. Screw cap tubes are available in a variety of colors with a 
conical or self-standing bottom. Sterile options are also available.

Type Color Description Cat. No.

AxyCap Clear
Black
Blue
Grey
Green
Lavender
Red
Yellow

AxyCap, 10-16 mm
AxyCap, 10-16 mm
AxyCap, 10-16 mm
AxyCap, 10-16 mm
AxyCap, 10-16 mm
AxyCap, 10-16 mm
AxyCap, 10-16 mm
AxyCap, 10-16 mm

AC-PE-C
AC-PE-BK
AC-PE-B
AC-PE-GR
AC-PE-G
AC-PE-L
AC-PE-R
AC-PE-Y

Quantity: 1000/pack, 10 packs/case

AxyCaps
Uniquely molded, pliable cap designed to fit standard 10 mm, 13 mm, and 16 mm glass and plastic test tubes. The AxyCap will 
seal either over the rim on smaller tubes or into the tube on 16 mm tubes.
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MICROTUBES

Centrifuge Tubes Volume Style Color Description Cat. No.

15 mL Conical Clear Centrifuge Tubes with Screw Caps SCT-15ML-500

Quantity: 50 tubes and caps/pack, 10 packs/case

15 mL Conical, Sterile Clear Centrifuge Tubes with Screw Caps SCT-15ML-R-S

Quantity: 50 tubes and caps/rack, 10 racks/case

15 mL Conical, Sterile Clear Centrifuge Tubes with Screw Caps SCT-15ML-25-S

Quantity: 25 tubes and caps/pack, 20 packs/case

50 mL Conical Clear Centrifuge Tubes with Screw Caps SCT-50ML-500

Quantity: 50 tubes and caps/pack, 10 packs/case

50 mL Conical, Sterile Clear Centrifuge Tubes with Screw Caps SCT-50ML-R-S

Quantity: 25 tubes and caps/rack, 10 racks/pack, 2 packs/case

50 mL Conical, Sterile Clear Centrifuge Tubes with Screw Caps SCT-50ML-25-S

Quantity: 25 tubes and caps/pack, 20 packs/case

50 mL Self Standing with Conical Bottom Clear Centrifuge Tubes with Screw Caps SCT-50-SS-500

Quantity: 50 tubes and caps/pack, 10 packs/case

50 mL Self Standing with Conical Bottom Clear Centrifuge Tubes SCT-50-SS-25

Quantity: 25 tubes/pack, 20 packs/case

50 mL Self Standing with Conical Bottom, 
Sterile

Clear Centrifuge Tubes SCT-50-SS-25-S

Quantity: 25 tubes/pack, 20 packs/case

Centrifuge Tubes
w  Rated to 12,000xg
w  Printed graduations and writing area for sample identification
w  Caps can be closed with one hand
w  Sterile options are also available

Transport Tubes Volume Style Color Description Cat. No.

10 mL Transport Tube Clear Transport Tubes ST-10ML

Quantity: 250 tubes/pack, 8 packs/case

10 mL Transport Tube with Cap Clear Transport Tubes SCT-10ML

Quantity: 250 tubes and caps/pack, 4 packs/case

10 mL Transport Tube with Cap, Sterile Clear Transport Tubes SCT-10ML-S

Quantity: 25 tubes and caps/pack, 20 packs/case

Maximum G-force: 20,000 RCF

5 mL Transport Tube Clear Transport Tubes ST-5ML

Quantity: 500 tubes/bag, 4 bags/case

5 mL Transport Tube with Cap Clear Transport Tubes SCT-5ML

Quantity: 500 tubes/pack, 4 packs/case and 250 caps/pack, 4 packs/case

5 mL Transport Tube with Cap, Sterile Clear Transport Tubes SCT-5ML-S

Quantity: 25 tubes and caps/pack, 20 packs/case

Maximum G-force: 20,000 RCF

Transport Tube Screw Cap Screw Cap for 5 mL and 10 mL Transport Tubes SC-B-510

Quantity: 250 caps/pack, 8 packs/case

Transport Tubes
w  Graduation marks at 1.0 mL intervals
w  Large, frosted writing area for sample identification
w  Secure fit between tube and cap provides a leak resistant seal
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MICROTUBES

Type Color Description
Standard
Cat. No.

80-Well Rack w  Holds eighty 1.5 or 2.0 mL 
microcentrifuge and screw cap 
tubes

w  Polypropylene: resistant to 
most lab chemicals

w  Conical bottom wells allow 
superior stability for conical 
tubes

w  Numbered wells and frosted 
side writing panel for sample 
identification

Assorted Fluorescent
Blue Fluorescent
Green Fluorescent
Orange Fluorescent
Red Fluorescent
Pink Fluorescent
Yellow Fluorescent

80-well rack
80-well rack
80-well rack
80-well rack
80-well rack
80-well rack
80-well rack

R-80-AF
R-80-BF
R-80-GF
R-80-OF
R-80-RF
R-80-PF
R-80-YF

Quantity: 25 racks/case

50-Well Rack w  Holds fifty 0.5, 1.5, 2.0 mL 
microcentrifuge and screw cap 
tubes

w  Polycarbonate; resistant 
to most lab chemicals and 
solvents

w  Ideal for cryogenic storage to 
-80ºC and below

w  Alpha-numeric grid for easy 
sample identification

Assorted 50-well rack R-50-A

Quantity: 10 racks/pack, 10 packs/case

4-Sided Tube Rack w  Assorted pack of pink, orange, 
yellow, blue and green racks

w  Racks can be positioned on 4 
different sides and interlocked 
to help manage tubes in your 
lab

w  Holds up to 4 x 50 mL, 16 x 
15 mL, 32 x 0.5 mL, 1.5 mL 
or 2.0 mL tubes

Assorted 80-well, 4-sided tube rack R-480-A

Quantity: 5 racks/pack, 4 packs/case

48-Place Aluminum Rack w  Holds 48 screw cap tubes of 
all sizes

w  Long lasting aluminum 
construction

w  Unique ribbed port design 
allows one hand operation

w  Non-skid benchtop pads for a 
firm platform

w  Center support for added 
strength and stability

Metallic Anodized aluminum rack RA-48

Quantity: 4 racks/pack, 4 packs/case

AxyRacks
1.5 mL and 2.0 mL microcentrifuge tube and screw cap tube racks

M
IC

RO
TU

BE
S



107

NOTES

M
ICROTU

BES
M

ICROTU
BES




